
Outdoor PVC Vinyl Siding  Panel

What is Outdoor PVC Vinyl Siding Wall Panel？

Light & Tough

Flame Retardant & Heat Resistant

Actual 1.2mm Thickness

Wood Grain Texture

Vinyl Siding Panel is designed to look beautiful and authentic with its cedar embossing and 
texturing pattern. Vinyl siding Panel is 100% recyclable and it can be used in many areas.

Villa Workshop

Residence School

Outdoor PVC Vinyl Panel Size
Outdoor PVC Vinyl Siding Wall Panels
PVC vinyl siding wall panel is synthesized by multi-layer materials, extra-hard, anti-aging, 

fir-proof, damp-proof, and easy to install.

Material 

Thickness

Total Width

Length

Depth

Colors

Design

Application

Weight

PVC Content

Features

PVC Resin + Calcium Powder

1.2mm

280mm  (ValidWidth: 250mm)

White, Yellow, Brown, Blue, grey, etc.

Wood Grain Surface

Office Building, Hospital, School, Mall, Sports Venues, Leisure 
Facilities, Supermarket, Warehouse, Workshop, Park, Farmhouse, 
Courtyard, Basement, Garage, Commercial buildings etc. for outdoor 
wall & ceiling decoration.

80%-85% PVC

1 Environmentally friendly and stable longevity
2 High intensity, resist erosion, anti aging
3 Fireproof, Waterproof, Moisture- Proof, Mould-Proof
4 Easy installation and maintenance and cleaning

Normal: 4000mm or customized

15mm

About 2.2-2.4kg/sqm

Upper Link

Bottom Hook

Nail Hole

250mm(Valid Width)

Outdoor Vinyl Siding Panel Colors Outdoor Vinyl Siding Panel Show

 Installation ProcessOutdoor PVC Vinyl Siding Panel Accessories

Lvory White Light Yellow Crean Peal

Bronze Mist

Light Grey

Light Blue Middle Blue Dark Blue Blakish Green

Dark Grey Black Dark Coffee

Red Brown Yellow Wheat Bordeaux

1. Measure and calculate the installation area. 2. Install the PVC wall panel by using nails

3. Install the other panels based on the Inverted 
Design

4. Clean the wall surface easily

Exterior Corner
Used on Extenor Corner of the wall Used on Interior Corner of the wall Fix first PVC Panel on the bottom

Fix first PVC Panel on the bottom

Used for edding of PVC Panel by 
window Used to eaves at the Cornice Used as ceiling

Used as Edding for PVC Panel Used for connection in horizontal 
direction for PCV Panel

 p

Ending Strip

Window Trim Fascia Ceiling Board

J Chanel Connecting Strip

Interior Corner Start Strip
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